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SOLID WOOD PROFILES
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Wood is always alive - it
grows, works and ages
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SOLID WOOD PROFILES

Solid wood profiles
Spruce / pine



156

S1200

S1150

S0960

S0710

S0950

S0961

95
 m

m
 /

 3
-3

/4
“

96
 m

m
 /

 3
-2

5/
32

“

12
0 

m
m

 /
 4

-2
3/

32
“

11
5 

m
m

 /
 4

-1
7/

32
“

96
 m

m
 /

 3
-2

5/
32

“

71
 m

m
 /

 2
-1

3/
16

“

18 mm / 23/32“

18 mm / 23/32“

18 mm / 23/32“19 mm / 3/4“19 mm / 3/4“

19 mm / 3/4“

S0710
knotty

S0950
knotty

S0961
knotty

S1200
knotty

S1150
knot-free

S0960
knot-free



157

G0001

G0006

S0290

S0290

Bead beech planed:
3 mm / 1/8“
4 mm / 5/32“
5 mm / 3/16“
6 mm / 1/4“
8 mm / 5/16“
10 mm / 13/32“
12 mm / 15/32“
14 mm / 9/16“
15 mm / 19/32“
16 mm / 5/8“
18 mm / 11/16“
20 mm / 25/32“
22 mm / 7/8“
24 mm / 15/16“
25 mm / 1“

30 mm / 1-3/16“
35 mm / 1-11/32“
40mm / 1-9/16“
45 mm / 1-25/32“
50mm / 2“
60mm / 2-3/8“

Flat profile beech:
3/16mm / 1/8“/5/8“, 3/19mm / 1/8“/3/4“, 3/23mm / 
1/8“/29/32“, 3/25 mm / 1/8“/1“, 3/29mm / 1/8“/1-1/8“, 
3/30 mm / 1/8“/1-3/16“, 5/13mm / 3/16“/1/2“, 5/15 mm / 
3/16“/19/32“, 5/20mm / 3/16“/25/32“, 5/29mm / 3/16“/1-1/8“, 
5/30 mm / 3/16“/1-3/16“, 5/40mm / 3/16“/1-9/16“,  8/8mm / 
5/16“/5/16“, 8/13mm / 5/16“/1/2“, 8/15 mm / 5/16“/19/32“, 
8/23mm / 5/16“/29/32“, 8/35mm / 5/16“/1-11/32“, 8/45mm 
/ 5/16“/1-25/32“, 10/10mm / 13/32“/13/32“, 10/20mm / 
13/32“/25/32“, 10/29mm / 13/32“/1-1/8“, 10/30 mm / 13/32“/ 
1-3/16“, 10/40mm / 13/32“/1-9/16“, 10/60mm / 13/32“/2-3/8“, 
12/12mm / 15/32“/15/32“, 13/13mm / 1/2“/1/2“, 13/20mm / 
1/2“/25/32“, 13/29mm / 1/2“/1-1/8“, 15/15 mm / 19/32“/19/32“,  
15/20 mm / 19/32“/25/32“, 15/30 mm / 19/32“/1-3/16“, 
20/20mm / 25/32“/25/32“, 20/29mm / 25/32“/1-1/8“, 20/40mm 
25/32“/1-9/16“, 20/60mm / 25/32“/2-3/8“, 20/96mm / 25/32“/3-
25/32“, 23/23mm / 29/32“/29/32“, 25/25 mm / 1“/1“, 29/29 mm 
/ 1-1/8“/1-1/8“, 29/40mm / 1-1/8“/1-9/16“, 29/47mm / 1-1/8“/ 
1-27/32“, 29/60mm / 1-1/8“/2-3/8“, 30/30 mm / 1-3/16“/1-3/16“, 
35/35 mm / 1-11/32“/1-11/32“, 40/40mm / 1-9/16“/1-9/16“, 
47/47mm / 1-27/32“/1-27/32“, 50/50 mm / 2“/2“

Doorsill beech/oak

Dimensions of G0001: 
15/22mm 19/32 x 7/8“ with 
17mm 21/32“ fold

Bead beech grooved:
6 mm / 1/4“
8 mm / 5/16“
10 mm / 13/32“
12 mm / 15/32“
14 mm / 9/16“
16 mm / 5/8“
18 mm / 23/32“, 20 mm / 25/32“

Half-round bead beech planed:
20mm / 25/32“
30mm / 1-3/16“

Dimensions of G0006: 
19/24mm 3/4 x 15/16“ with 
17mm 21/32“ fold
19/28mm 3/4 x 1-3/32“ with 
20mm 25/32“ fold
19/31mm 3/4 x 1-7/32“ with 
23mm 29/32“ fold
19/32mm 3/4 x 1-1/4“ with 
25mm 1“ fold

Dimensions of frame wood:
24/44 mm / 15/16“/1-23/32“, 27/46mm / 1-1/16“/ 1-13/16“, 
27/95mm / 1-1/16“/3-3/4“, 34/53 mm / 1-11/32“/2-3/32“, 
38/38mm / 1-1/2“/1-1/2“, 40/145mm / 1-9/16“/5-23/32“,  
45/45 mm / 1-25/32“/1-25/32“, 45/70 mm / 1-25/32“/2-3/4“, 
45/95mm / 1-25/32“/3-3/4“, 58/58 mm / 2-9/32“/2-9/32“, 
68/68mm / 2-11/16“/2-11/16“
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SOLID WOOD PROFILES

Solid wood profiles

Round rod 
Beech smooth

Frame wood

Round rod 
Grooved beech

Half round rod
 Beech smooth

Flat strip beech

Door frame beech
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GES07
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GES01

GES08

GES01GES06

GES07

Dimensions of quarter round:
7/7mm / 9/32“/9/32“, 
9/9mm / 11/32“/11/32“, 
12/12mm / 15/32“/15/32“, 
14/14mm / 9/16“/9/16“, 
18/18mm / 11/16“/11/16“, 
22/22mm / 7/8“/7/8“, 
27/27mm / 1-1/16“/1-1/16“

Dimensions of bead:
5mm / 3/16“, 8mm / 5/16“, 
10mm / 13/32“, 12mm / 15/32“, 
13mm / 1/2“, 19mm / 3/4“, 
22mm / 7/8“, 28mm / 1-3/32“, 
35mm / 1-11/32“, 40mm / 1-9/16“, 
47mm / 1-27/32“

Dimensions of three-edged profile:
8/19mm / 5/16“/3/4“, 
14/14mm / 9/16“/9/16“, 
18/18mm / 11/16“/11/16“, 
22/22mm / 7/8“/7/8“, 
30/30mm / 1-3/16“/1-3/16“

Dimensions L-shaped profile:
 10/10mm / 13/32“/13/32“, 15/15mm / 19/32“/19/32“,
 15/45mm / 19/32“/1-25/32“, 18/18mm / 11/16“/11/16“,
 19/33mm / 3/4“/1-5/16“, 21/42 mm / 13/16“/1-21/32“, 
 22/22mm / 7/8“/7/8“, 28/28mm / 1-3/32“/1-3/32“, 
 28/44mm / 1-3/32“/1-23/32“, 30/50mm / 1-3/16“/2/, 
 35/35 mm / 1-11/32“/1-11/32“, 40/40mm / 1-9/16“1-9/16“, 
 50/50mm / 2“/2“

Dimensions of flat profile:
from 3/5 mm / 1/8“/3/16“ to 
45/45 mm / 1-25/32“/1-25/32“

Dimensions scotia profile:
14/14mm / 9/16“/9/16“, 
20/20mm / 25/32“/25/32“, 
24/24mm / 15/16“/15/16“, 
29/29mm / 1-1/8“/1-1/8“, 
34/34mm / 1-11/32“/1-11/32“

Dimensions of wallpaper profile:
4/19mm / 5/32“/3/4“, 
4/23mm / 5/32“/29/32“, 
4/29mm / 5/32“/1-1/8“, 
4/40mm / 5/32“/1-9/16“

Dimensions of half-round bead:
10 mm / 13/32”
15 mm / 19/32”
20 mm / 25/32”
25 mm / 1”
28mm / 1-3/32“
30 mm / 1-3/16“
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Profile lengths knotless spruce/pine: 100cm / 3,3 ft., 240cm / 7,9 ft.
Profile lengths beech: 95cm / 3,1 ft., 100cm / 3,3 ft. (round bars), 190cm / 6,2 ft., 210cm / 3,9 ft.

Transition strip

Quarter bar

Half round rod

Round rod

Flat strip

Triangle strip

Corner trim

Curved trim
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Solid wood profiles
in spruce/pine
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Boards:

Square Profiles:
5x5 mm / 3/16x3/16“

8x8 mm / 5/16x5/16“

10x10 mm / 3/8x3/8“

15x15 mm / 19/32x19/32“

Flat Profiles:
5x8 mm / 3/16x5/16“

5x15 mm / 3/16x19/32“

5x20 mm / 3/16x13/16“

10x20 mm / 3/8x13/16“

Ideal for handicrafts
Balsa wood is characterised by its extreme light 
weight. The wood is mainly used for making 
models and has a density of 100 - 200 kg/m³, 
i.e. only about a third of the weight of spruce. 
This makes it an ideal basic component for the 
construction of aircraft models, but also ships.

FSC certified balsa wood from sustainably used 
forests is available.

Balsa profiles

1x100 mm / 1/32x3-15/16 “

2x100 mm / 3/32x3-15/16 “

3x100 mm / 1/8x3-15/16 “

4x100 mm / 5/32x3-15/16 “

5x100 mm / 3/16x3-15/16 “

6x100 mm / 1/4x3-15/16 “

8x100 mm / 5/16x3-15/16 “

10x100 mm / 13/32x3-15/16 “

15x100 mm / 19/32x3-15/16 “

5 
m

m
 /

 3
/1

6“

100 mm / 3-15/16 “

Planks

Rectangular strips

Square strips
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Makes children’s eyes shine.
Turning wood, wooden balls, and wooden wheels in 

different dimensions made of European beech wood 
are perfectly suited to make  children happy when do-

ing handicrafts together. 

Product range:
• Round turning wood with a diameter of 45 / 1-25/32”, 

50 / 1-31/32” or 60 mm / 2-3/8” and a length of 240 
mm / 9-7/16”.

• Half-drilled wooden balls with a diameter of 25mm / 1”.
• Wooden balls, undrilled, with a diameter of 35 / 1-3/8”, 40 

/ 1-9/16”, 50 / 1-31/32”, 60 / 2-3/8”, 80 / 3-3/8” and 100 
mm / 3-15/16”.

• Wooden wheels with diameters of 40 / 1-9/16”, 60 / 2-3/8”, 
80 / 3-3/8” and 100 mm / 3-15/16”.

Craft wood
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Solid wood profiles
in larch

Durable and beautiful.
Larch is characterised by a number of special 
features compared to other softwoods, e.g. 
spruce, fir or pine. When it comes to the out-
side, the larch is the only conifer that loses its 
needles in autumn. However, it has its special 
properties on the inside.

This includes durability and resistance to weath-
ering, which is particularly important for do- 

mestic types of wood, making it ideal for out-
door use. It is also has an unusual colour, a light 
shade of red or brown, and a pleasant, slightly 
resinous smell - which makes it suitable for in-
door use, as well.

That’s why we’ve put together an assortment 
of larch profiles, with something for everyone.

9,2 x 18,7 mm /
3/8 x 23/32“

9,2 x 39,5 mm /
3/8 x 1-9/16“

12,5 x 28 mm /
3/16 x 1-3/32“

12,5 x 39,5 mm /
3/16 x 1-9/16“

28 x 28 mm /
3/16 x 1-3/32“

flat profile, larch raw, 4,5 x 18,7 mm / 3/16 x 23/32“
flat profile, larch raw, 4,5 x 28 mm / 3/16 x 1-3/32“
flat profile, larch raw, 4,5 x 46 mm / 3/16 x 1-13/16“
flat profile, larch raw, 9,2 x 9,2 mm / 3/8 x 3/8“
flat profile, larch raw, 9,2 x 18,7 mm / 3/8 x 23/32“
flat profile, larch raw, 9,2 x 28 mm / 3/8 x 1-3/32“
flat profile, larch raw, 9,2 x 39,5 mm / 3/8 x 1-9/16“
flat profile, larch raw, 9,2 x 58,5 mm / 3/8 x 2-5/16“
flat profile, larch raw, 12,5 x 18,7 mm / 3/16 x 23/32“
flat profile, larch raw, 12,5 x 28 mm / 3/16 x 1-3/32“
flat profile, larch raw, 12,5 x 46 mm / 3/16 x 1-13/16“
flat profile, larch raw, 18,7 x 22 mm / 3/16 x 27/32“
flat profile, larch raw, 18,7 x 39,5 mm / 3/16 x 1-9/16“
flat profile, larch raw, 18,7 x 58,5 mm / 3/16 x 2-5/16“
flat profile, larch raw, 18,7 x 79,7 mm / 3/16 x 3-1/8“
square profile, larch raw, 22 x 22 mm / 3/16 x 27/32“
square profile, larch raw, 39,5 x 39,5 mm / 3/16 x 1-9/16“
flat profile, larch raw, 28 x 58,5 mm / 3/16 x 2-5/16“
L- profile, larch raw, 15 x 15 mm / 19/32 x 19/32“
L- profile, larch raw, 35 x 35 mm / 1-3/8 x 1-3/8“

flat profile, larch raw, 4,5 x 22 mm / 3/16 x 27/32“
flat profile, larch raw, 4,5 x 39,5 mm / 3/16 x 1-9/16“
flat profile, larch raw, 4,5 x 56 mm / 3/16 x 2-3/16“
flat profile, larch raw, 9,2 x 12,5 mm / 3/8 x 1/2“
flat profile, larch raw, 9,2 x 22 mm / 3/8 x 27/32“
flat profile, larch raw, 9,2 x 35 mm / 3/8 x 1-3/8“
flat profile, larch raw, 9,2 x 46 mm / 3/8 x 1-13/16“
flat profile, larch raw, 12,5 x 12,5 mm / 3/16 x 1/2“
flat profile, larch raw, 12,5 x 22 mm / 3/16 x 27/32“
flat profile, larch raw, 12,5 x 39,5 mm / 3/16 x 1-9/16“
flat profile, larch raw, 12,5 x 58,5 mm / 3/16 x 2-5/16“
flat profile, larch raw, 18,7 x 28 mm / 3/16 x 1-3/32“
flat profile, larch raw, 18,7 x 46 mm / 3/16 x 1-13/16“
square profile, larch raw, 19,3 x 19,7 mm / 3/16 x 25/32“
square profile, larch raw, 28 x 28 mm / 3/16 x 1-3/32“
flat profile, larch raw, 28 x 49,7 mm / 3/16 x 1-31/32“
flat profile, larch raw, 28 x 69,7 mm / 3/16 x 2-3/4“
L- profile, larch raw, 25 x 25 mm / 1 x 1“
L- profile, larch raw, 45 x 45 mm / 1-25/32 x 1-25/32“

Assortment:
The assortment is made up of square- and flat profiles and L-shaped profiles as following, in 
the lengths of 100 and 200 cm / 3,28 and 6,56 ft.
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FN wood-pro
construction wood

The better wood.
Wood as a building material has plenty of ad-
vantages, but also a few challenges. Due to its 
longitudinal fibrous structure, wood is very well 
suited as a load-bearing material. That stated, 
if the spans are too large and the loads are too 
high, it will break.

However, if individual veneer layers are glued 
together, this creates greater strength than sol-
id spruce wood with the same cross-section. 
The process also saves high-quality raw mate-
rials, since the glued FN wood-pro can be used 
with smaller cross-sections.

The functional uses of the wood remain the 
same, however. 

Product advantages:
• Post planed and chamfered on four sides.
• Especially dimensionall y stable and true to
 size thanks to glued veneer layers.
• FN wood-pro has 25% more bending and
 tensile strength than spruce wood of the
 same size.
• Can be used indoors and outdoors.
• Suitable for timber frame construction.

Length: 2,4 m / 7.9 ft.

Peeled veneer
2.5 - 3 mm thick

High quality 
phenolic resin 

40 x 24mm / 1-9/16 x 15/16“

35 x 35mm / 1-3/8 x 1-3/8“

42 x 48mm / 1-21/32 x 1-7/8“

42 x 70mm / 1-21/32 x 2-3/4“

25% smaller cross-section than spruce wood with the same strength.
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Solid wood, naturally.
Depending on the intended use, available resources 

or visual requirements, we offer solid wood strips 
in spruce, pine or fir in different qualities. Num-

ber of knots, knots or knotless, tolerances on the 
cross-section, as well as length, permitted wood 

discolouration: These are all assessment criteria 
that divide the wood into different classes. We have 

listed our standards here:

Spruce/pine/fir, knotless.
In this quality we offer rectangular strips, profiled 

strips (i.e. coved strips, angle strips, triangular strips, 
transition strips, etc.) and round rods, i.e. so-called 

extension strips.

The wood moisture content is 12 +/- 4 %. Due to the 
moisture and the manufacturing tolerance, there is 

a length tolerance of +2/-1 % on the length of the 
strip. For cross-sections smaller than 10 mm / 3/8” 

in width, the cross-section tolerance is 8% devia-
tion from the nominal size. This is reduced to 5% 

for cross-sections larger than 10 mm / 3/8” in width 
due to processing and moisture. The visible side of 

the strip is, as a rule, knot-free (single point knots 
are permitted), up to 10% of the bundle quanti-

ty, however, knots up to 1/3 of the strip width are 
occasionally permitted. Cracks on the visible side 

are not allowed, but drying cracks on the front 
sides up to 30 mm / 1-3/16” in length are permit-

ted. Longitudinal bending and twisting is up to 2% 
to the length of the strip, as long as further pro-

cessing is possible. Tree edge and ingrowing bark 
is not permitted on the visible side of the strip. It 

is, to a lesser extent, permitted on the back, pro-
vided the function and appearance of the strip is 

not impaired. The colour and structure may vary 
within the range typical of the type of wood, but 

fungal, insect or mistletoe infestation is not permit-
ted. Blue stains can sometimes appear on the back 

of profiled strips. Healthy sapwood is permitted, as 
well as isolated resin pockets up to 5x30 mm/m / 

3/16”x1-3/16”, but only up to a maximum of 10% 
of the bundle quantity. The visible side must be 

planed cleanly, a planing saw cut is also permit-
ted. The best way to store the strips is standing up 

or lying down, protected from moisture and direct 
sunlight (to prevent discolouration) in an ideal cli-

mate of 18°C with a relative humidity of 55-70%. 

Spruce/pine knotty.
The following describes only the differences com-

pared to knotless products:

The wood moisture content may now be 14 
+/- 4 %, there may be any number of firmly in-

tergrown knots, but with a strip width of up to 
30 mm / 1-3/16”  with a maximum of 1/2 of 

the strip width of 30-40 mm / 1-3/16”x1-9/16”, 
max. 25 mm 1”, for strips more than 40mm / 

1-9/16”, wide: max. 30 mm / 1-3/16”. Knot breaks 
in edge knots are permitted with a maximum 

of 1/4 of the knot size. Resin pockets are al-
lowed up to a size of 4x40 mm / 5/32”x1-9/16”. 

Spruce/pine knotty, B quality:
The differences compared to knotty goods are as 

follows: isolated, firmly grown knots with a max-
imum of half the strip width are permitted. Slight 

cracks, a cut in the pith, live edge and bark ingrowth 
on one broadside are also permitted. Light mistletoe 

infestation is also permitted.

Spruce/pine/fir, knotless, finger-jointed.
Finger-jointed goods can also be used for rectan-

gular strips and square strips. The grading for this 
is identical to the grading for knotless strips, with 

the addition that the finger length may be 10 +/- 4 
mm with a minimum length of the finger-jointed 

sections of 300 mm / 11-13/16”.

Solid wood 
            qualities
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Wir arbeiten kontinuierlich an der Zu-
kunft. Denn Fortschritt kann nur dort 
entstehen, wo man sich nicht mit dem 
Erreichten zufrieden gibt und stets 
unaufhaltsam auf Expansionskurs 
bleibt.  Für uns steht deshalb neben 
100%iger Kundenzufriedenheit in al-
len Bereichen der Innovationsgedan-
ke an erster Stelle. Wir verfügen über 
umfassendes Know-how, um immer 
neue Wege zu gehen und vielseiti-
ge, richtungweisende Lösungen für 
höchste Anforderungen zu entwickeln. 
Nur durch diese Einstellung, gepaart 
mit technologischem Vorsprung, kann 
eine Vielzahl einzigartiger Qualitäts-
produkte mit einem absolut hervor-
ragenden Preis-Leistungs-Verhältnis 
entstehen.

We are continually working on the fu-
ture. Because progress can only occur 
when people are not satisfied with 
what has already been achieved and 
always remain on a relentless expan-
sion course.  In addition to 100 % cus-
tomer satisfaction in all areas, the con-
cept of innovation is therefore always 
uppermost in our minds. We possess 
comprehensive know-how in order to 
always break new ground and devel-
op versatile, trend-setting solutions 
for the most exacting of requirements. 
Only with this attitude, coupled with 
technological advances, can a mul-
titude of unique quality products be 
created with an absolutely outstand-
ing price-performance ratio.

Nous travaillons continuellement pour 
l’avenir. Car le progrès ne peut exister 
que si on ne se satisfait jamais de ce 
qui existe et que si l’on reste attentif 
aux évolutions de l’expansion. Pour 
cette raison, en plus de la satisfac-
tion à 100 % des clients dans tous les 
domaines, c’est l’esprit d’innovation 
qui vient en première place. Nous 
disposons d’un énorme savoir-faire 
pour suivre de nouvelles voies et dé-
velopper des solutions d’avenir pour 
répondre aux exigences les plus éle-
vées. Cette façon de voir les choses 
couplée à une avancée technologique 
nous permet de créer une multitude 
de produits de qualité, uniques en leur 
genre, avec un rapport qualité/prix 
absolument exceptionnel.

Trabajamos permanentemente en el 
futuro. Porque solo puede haber pro-
greso cuando uno no se conforma con 
lo conseguido y nada le detiene en su 
expansión. Por ello, para nosotros, lo 
más importante es, además de con-
seguir una satisfacción del cliente del 
100% en todos los ámbitos, no dejar 
de pensar en la innovación. Dispone-
mos de una amplia experiencia y co-
nocimientos para encontrar siempre 
nuevas vías que seguir y desarrollar 
soluciones versátiles que marcan 
tendencia para los requisitos más exi-
gentes. Solo así, junto con los avan-
ces tecnológicos, puede conseguirse 
tal cantidad de productos de calidad 
únicos con una relación calidad-precio 
absolutamente sobresaliente.

FN NEUHOFER
WE. KNOW. WOW!

Neuhofer Holz GmbH, A-4893 Zell am Moos, Haslau 56
Tel.: +43 (0)6234/8500 - 0, Fax: +43 (0)6234/8500 - 34
office@fnprofile.com, www.fnprofile.com


